LandXML – Civil Engineering CAD Solution
Civil Engineering Cad Solution (CECS), is AutoCAD-based road designing software. 

LandXML is supported with both importing, and exporting options. 
All project-wise data is stored in ASCII type files:

 HCL – for horizontal centerline
 TCL – for terrain profile
 VCL – for profile alignment

 SRF – surface data (only TIN-type surfaces are used)
 DAT – COGO points data
.
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so it is very easy to select data to export, by selecting external files containing data that is planned for LandXML file.

When importing from LandXML, supported data structures are offered for saving in external ASCII files (horizontal alignments and surfaces are immediately constructed in currently opened project, and then offered for saving), and it can be immediately implemented in project.

Data structures supported for EXPORT:
	Application
	

	CgPoints
	Point coordinates with optional name and desc attributes supported for exporting.

	Surfaces
	TIN – type surfaces supported.

	Alignments
	AlignPIs, Superelevation and CrossSects data structures are not supported.
Profile – ProfSurf and ProfAlign data structures are fully supported.


Data structures supported for IMPORT:
	Application
	

	CgPoints
	Point coordinates with optional name and desc attributes supported for importing.

	Surfaces
	TIN – type surfaces supported.

	Alignments
	AlignPIs, Superelevation and CrossSects data structures are not supported.
Profile – ProfSurf and ProfAlign data structures are fully supported.


